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Welded Wire Mesh - 100’ Rolls
Galvanized Before or After Also Black PVC Coated

Galvanized Before Welded 
100’ Rolls

Spacing 
L X W

Gauge Width LBS. / Roll

1/2" x 1" 16 24" 76

1/2" x 1" 16 36" 114

1/2" x 1" 16 48" 152

1" x 1" 16 36" 75

1" x 1" 16 48" 100

1" x 1" 14 48" 160

1" x 1" 14 60" 200

1" x 2" 14 36" 93

1" x 2" 14 48" 124

1" x 2" 14 72" 186

2" x 2" 14 36" 39

2" x 2" 14 48" 52

2" x 2" 14 60" 54

2" x 4" 12.5 36" 72

2" x 4" 12.5 48" 96

2" x 4" 12.5 72" 144

Galvanized After Welded
100’ Rolls

Spacing 
L X W

Gauge Width LBS. / Roll

1/2" x 1" 16 36" 128

1/2" x 1" 16 48" 170

1/2" x 1/2" 16 36" 171

1/2" x 1/2" 16 48" 228

1/2" x 1/2" 16 60" 285

1" x 1" 14 36" 138

1" x 1" 14 48" 183

1" x 1" 14 60" 228

1" x 1" 14 72" 276

1" x 1" 12.5 36" 205

1" x 1" 12.5 48" 273

1" x 1" 12.5 60" 341

1" x 1" 12.5 72" 410

1" x 2" 14 36" 103

1" x 2" 14 48" 103

1/2" x 3" 12.5 36" 225

1/2" x 3" 12.5 48" 300

Resistance welded at every cross section or wire creating square or 
slotted openings, welded wire mesh is rigid and strong.

Typical applications for welded wire mesh include security screens, 
filtration support screens, safety guards, animal cages, food 
processing, incubators and construction re-enforcement screens.
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Welded Wire Mesh - 100’ Rolls
Galvanized Before or After Also Black PVC Coated

Stainless Steel Type 304 Welded 
100’ Rolls

Spacing 
L X W

Gauge Width LBS. / Roll

1/4" x 1/4" 22 36" 60

1/4" x 1/4" 22 48" 80

1/4" x 1/4" 21 36" 78

1/4" x 1/4" 21 48" 104

1/4" x 1/4" 18 48" 233

1/3" x 1/3" 18 36" 128

1/3" x 1/3" 18 48" 171

1/2" x 1/2" 18 36" 84

1/2" x 1/2" 18 48" 112

1/2" x 1/2" 16 36" 153

1/2" x 1/2" *** 16 48" 204

1/2" x 1" 16 48" 152

1/2" x 2" 16 48" 120

1" x 1" 25 36" 16

1" x 1" 16 48" 164

1" x 1" 14 36" 123

1" x 1" *** 14 48" 164

1" x 1" 14 60" 205

2" x 2" 12 60" 156

Galvanized After Welded
100’ Rolls

Spacing 
L X W

Gauge Width LBS. / Roll

1/2" x 1/2" 19 36" 78
1/2" x 1/2" 19 48" 110
1/2" x 1/2" 19 72" 165
1/2" x 1/2" 16 36" 210
1/2" x 1/2" 16 48" 278
1/2" x 1" 16 24" 100
1/2" x 1" 16 36" 151
1/2" x 1" 16 48" 200
1/2" x 1" 16 72" 300
1" x 1" 16 36" 84
1" x 1" 16 48" 110
1" x 1" 14 36" 165
1" x 1" 14 48" 220
1" x 1" 14 60" 274
1" x 1" 14 72" 330
1"x 1" 12 48" 305
1" x 2" 14 36" 79
1" x 2" 14 48" 99
1" x 2" 14 60" 129
1" x 2" 14 72" 186
2" x 2" 14 36" 79
2" x 2" 14 48" 99
2" x 2" 14 60" 129
2" x 2" 12 36" 131
2" x 2" 12 48" 173
2" x 2" 12 60" 214
2" x 2" 12 72" 259
2" x 4" 12 24" 67
2" x 4" 12 36" 99
2" x 4" 12 48" 131
2" x 4" 12 60" 163
2" x 4" 12 72" 195
3" x 3" * 11 48" 146
3" x 3" * 11 72" 219
4" x 4" * 12.5 48" 90
4" x 4" * 12.5 72" 135

*** Available in SS 316 also

* Custom Runs - Call and Inquire


